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Appearance Greenish Liquid 

Base material Hydroxy acid 

Specific Gravity @250C 1.110 ±0.010 

pH 2 - 4 

 

CAC®‐ClearCrete 
Concrete cleaner or remover 

 
 
It is a non-toxic, concrete  remover  for 

the   non-mechanical  removal    of 

hardened  concrete  residue  found  on all 

type of equipment used for batching, 

transporting and placing/injecting 

cementious materials. It has been 

developed  to  facilitate  cost  efficient  and 

safe handling for cement cleaning 

applications. 
 

AREA OF APPLICATION: 
 

 Concrete  batching  plants, any 
type of concrete  mixers and 
agitator  barrel 

 Concrete  and cement  injection 
pumps &  concrete/grouting 
equipment 

 Steel shutters 

 Other concrete  application tools 
 

 
 

Primary uses to obtain- 
 

 Non-toxic and economical in use. 

 Easy to apply and remove  by 
water cleanup 

 Removes  cement  based 

residues,  hardened  concrete 

and mortars 

 Does not damage  materials  like 

steel, aluminum, glass, rubber or 

paint 

 Extends  the working  life of 
equipment 

 

 

METHOD OF APPLICATION: 
 

1.  Apply CAC®-ClearCrete by spray 

or brush onto the area that 

requires treatment like concrete, 

mortar, grout or cement plaster. 
 

2. Allow the product to work for 

approximately 1 hour. Do not let it 

re-harden. 
 

3.  Gently wipe off grayish paste with 
towel or stiff broom. 

4.  Rinse remainder with water using 
hose nozzle or low impact power 

washer. 

5.  For  thick  concrete  build  up 

more  than  one  application may 

be required. Small components 

may be submerged in CAC- 

conclean  completely and then 

washed. 
 
DOSAGE: 
 
Dosage may vary depending upon age and 

thickness of concrete. 
 
TECHNICAL PROPERTIES: 



 

 
                  V-01 / 24 

 
Mechanism of action: 
 

 

By molecularly attacking the Portland cement 
it completely dissolves the harden molecular 
structure to rinsable mud. After spraying the 
solution foams up. Chemical components 
break up concrete and mortar by separating 
the bonds from any surface to which it has 
adhered in the first place. 
Given enough dwell time (30 – 60 minutes), 
simply wipe or rinse off any mushy remains. 
Repeat the process before the first attempt 
dries. 

 
PACKAGING: 

 
CAC®-ClearCrete is available in 25 kg 

HDPE container and other pack size may 

available on demand. 
 

STORAGE: 
 

Store in cool and dry place away from 

direct  sunlight.  If these  conditions are 

maintained and in unopened condition 

shelf life of one year can be expected. 

SAFETY PRECAUTIONS: 
 

CAC®-ClearCrete should  only  be  

used as directed.  Keep away from 

children. We   always    recommend   

that   the Safety  data  sheet  (SDS)  is  

carefully read  prior  to  application of  

the material. Our recommendations for 

protective  equipment  should  be 

strictly adhered to for your personal 

protection. The Safety data sheet is 

available    upon   request   from   your 

local CAC representative. 
 
 
 
 
 
 
Disclaimer: 
The product information & application details given by the 
company & its agents has been provided in good faith & 
meant to serve only as a general guideline during usage. 
Users are advised to carry out tests and take trials to ensure 
on suitability of products meeting their requirement prior to 
full scale usage of our products. Since the correct 
identification of the problems, quality of the other materials 
used and on-site workmanship are factors beyond our 
control, there are no expressed or implied guarantee / 
warranty as to the results obtained.  The Company does not 
assume any liability or any consequential damage for 
unsatisfactory results, arising from the use of our products. 

 


